Ta strona wkroétce zniknie. Odwiedz nasza nowa strone korporacyjna pod adresem www.associated-weavers.com, aby uzyska¢

najnowsze informacje i aktualizacje.

Nie zapomnij zaktualizowa¢ swoich zakiadek!

PRIMA 49

Cechy i wtasciwosci produktu

Szerokos¢ (m) 4.00

Tekstura Saxon

Wyglad wyktadzina
gtadka/wyktadzina
nakrapiana

Do uzytku w -
pomieszczeniach
mieszkalnych

(*) jesli jest symbol
schodéw

Wysokos¢ runa (mm) 5.5
Budzet €€€E

Podktad
Sktad runa

Wzor powtarzajacy sie
co L*W (cm)

Do uzytku w
pomieszczeniach
komercyjnych

Flextex Plus Actionbac

Solution Dyed Nylon
(SDN)

Uzytkowanie
intensywne: pokdj
hotelowy, apartament
hotelowy, butik, sklep,
restauracja, sala
konferencyjna,
pomieszczenie
biurowe o duzym
natezeniu ruchu,
recepcja, schody

Catkowita grubos¢ (mm)8.0
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Dostepna gama kolorystyczna

PRIMA 30 PRIMA 35 PRIMA 49 PRIMA 70 PRIMA 74

PRIMA 84 PRIMA 90 PRIMA 95 PRIMA 97 PRIMA 99

AWE -1Z “Klein Frankrijk”, Weverijstraat 1 - 9600 Ronse Belgium - Tel + 32 55 23 02 11 -

www.carpetyourlife.com

The Associated Weavers Company reserves the right to modify the characteristics of products while keeping the same technical
properties. We strongly recommend the use of darker colours for heavy traffic areas. - This document may contain typographical
errors. The product images used are a general guide and, in reality, the colours may deviate slightly due to limitations of the printing
process used.



